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SCALE: 1" = 100'

200'0' 100' 300'100'

NOTES:

SURVEYED BY THE CORPS OF ENGINEERS. (SACRAMENTO DISTRICT) ON 
29-30 JUNE AND 1-3, 7 JULY 2004.

SOUNDINGS ARE TAKEN BY FATHOMETER AND ARE SHOWN TO THE 
NEAREST FOOT AND TENTHS OF A FOOT.

SOUNDINGS ARE BASED ON THE DATUM OF MEAN LOWER LOW WATER 
AT THE LOCALITY.   NGVD 1929.

PLANE GRID AND COORDINATES ARE BASED ON THE STATE OF CALIFORNIA 
COORDINATE SYSTEM, LAMBERT CONFORMAL PROJECTION, ZONE II NAD 83, 
CALIFORNIA, AS DESCRIBED IN SPECIAL PUBLICATION NO. 235, PUBLISHED 
BY THE NATIONAL OCEAN SURVEY.

PROJECT DEPTH IS -12 FEET MLLW.

TIDE GAGE AT BODEGA BAY COAST GUARD STATION DOCK BASED ON 
ELEVATION OF 17.50 MLLW ON COAST GUARD BRASS CAP PROPERTY 
CORNER.  ELEVATION ESTABLISHED BY DIFFERENTIAL LEVELS RUN FROM 
"TIDAL 4 = ROAD" USED, 1941, ELEVATION 20.05' MLLW LOCATED IN THE 
TOWN OF BODEGA BAY.
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